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them in my own inquiries*. If we measure by statical, or slow, methods the surface tension of soapy water, we find it very much less than that of clean water. We can prove this in a very direct manner by means of capillary tubes. Here, shown upon the screen, are two tubes of the same diameter, in which., therefore, if the liquids were the same, there would be the same elevation; one tube dips into clean water, and the other into soapy water, and the clean water rises much (nearly three times) higher than the soapy water.
Although the tension of soapy water is so much less than that of pure water when measured in this way, I had some reason to suspect that the case might be quite different if we measured the tensions immediately after the formation of the surfaces. I was led to think so by pondering on Marangoni's view that the behaviour of foaming liquids was due to the formation of a pellicle upon their surfaces; for if the change of property is due to the formation of a pellicle, it is reasonable to suppose that it will take time, so that if we can make an observation before the surface is more than say -^ of a second old, we may expect to get a different result. That may seem an impossible feat, but there is really no difficulty about it; all that is necessary is to observe a jet of the substance in question issuing from a fine orifice. If such a jet issues from a circular orifice it will be cylindrical at first, and afterwards resolve itself into drops. If, however, the orifice is not circular, but elongated or elliptical, the jet undergoes a remarkable transformation before losing its integrity. As it issues from the elliptical orifice, it is in vibration, and trying to recover the circular form; it does so, but afterwards the inertia tends to carry it over to the other side of equilibrium. The section oscillates between the ellipse in one direction and the ellipse in the perpendicular direction. The jet thus acquires a sort of chain-like appearance, and the period of the movement, represented by the distance between corresponding points [A, B, Fig. (3), Art. 167], is a measure of the capillary tension to which these vibrations of the elliptical section about the circular form are due. A measure, then, of the wave-length of the recurrent pattern formed by the liquid gives us information as to the tension immediately after escape; and if we wish to compare the tensions of various liquids, all we have to do is to fill a vessel alternately with one liquid and another, and compare the wave-lengths in the various cases. The jet issues from a flask, to which is attached below a tubular prolongation; the aperture is made small in order that we may be able to deal with small quantities of liquid. You now see the jet upon the screen. As it issues from the orifice, it oscillates, and we can get a comparative measure of the tension by observing the distance between corresponding points (A, 5).
* I here allude to the experiments of Dupre, and to the masterly theoretical discussion of liquid films by Professor Willard Gibbs.

